IS5 
DIODE - РЕМТОРЕ 


MINIATURE TYPE 


GENERAL DATA 


Eleétr ical: 


Filament, Coated: 
Voltage. ....... 
Current. : . . . . 


есһапіса!: 
Maximum Overall Length . E Mode . S z Ж IE 
Maximum Seated Length. . . . . . . . . .. 


Length, Base Seat to Bulb Top excluding tip). 
Maximum Пігпезег,.................. 


sow aie А : А . . , 7 Small-Button Miniature 7-Pin 
Basing Барлы for BOTTOM VIEW 


Pin 1-Filament (-), (5) Pin 4 – Pentode 
Grid No.3 Grid No.2 
Pin 2 - № © Pin 5 – Pentode 
Connection ^ Plate 
Pin 3 - Diode (2) Pin 6 - Pentode 
Plate Grid No.1 
Pin 7-Filament (+) 


Maximum Ratings, Characteristics, and Typical Operating 
Conditions for Type 15қ are the same as those shown 
for the 105. 


Curves shown under Type 1U5 also apply to the 1S5. 


JUNE 20, 1947 TUBE DEPARTMENT DATA 


RADIO CORPORATION ОҒ AMERICA, HARRISON, NEW JERSEY 


ей 


155 


AVERAGE. CHARACTERISTICS 
NTODE U 


Ef =1.4 VOLTS DC PLATE VOLTS = 67.5 


8 


T 

o 
TRANSCONDUCTANCE ( 3m ) MICROMHOS 

ы D 

8 8 


8 


е 
ш 
184 
ш 
а. 
5 
Ж 
E 
= 
5 
ел. 
N 
9) 
E 
— 
8 1.5 
t 
Q 
с 
o 
et 
2 
[2n 
ul 
к 
« 
l 
n. 


GRID-N£! VOLTS-O 
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JUNE 12,1941 


GRID-N?2 VOLTS 
TUBE DEPARTMENT 92CM — 6297 


RADIO CORPORATION ОҒ AMERICA, HARRISON, NEW JERSEY 


